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FROSTED LENS 

COMPLIANT

Over 35 Years of LEDtronics Design, Engineering & Manufacturing Experience

G5 Base 2 Pin

LED48T5HO-21W-XWW-101WF

Input Power 21 Watts
Input Voltage 100~277VAC (Tested @ 120VAC)

Input Current 0.180A
Total Lumens 2530 lm
Max. Candela 630 cd
Power Factor 0.95
Efficacy 60 lm/W
CRI >80
Emitted Color Natural White
Color Temperature 3800K~4200K
Illumination Angle 110° x 145°
Dimmability Not Dimmable
Oper. Temperature -4°F ~+113°F / -20°C ~+45°C
Heatsink Aluminum Alloy / Silver Color
Lens Polycarbonate / Frosted White

Dimensions L 45.80 x W Ø0.64 inch
L 1163 x W Ø16.2 mm

Net Weight 0.35 lbs / 158.7 g

FEATURES 
•	 5 Year LEDtronics Warranty
•	 Direct Retrofit with Included External Driver into 

4-Ft 2-Pin, In-line T5 Fluorescent Tube Fixtures
•	 Energy Savings of up to 60%
•	 Lumen Maintenance over 70% @ 50,000+ Hours
•	 Wide Input Voltage Range:100~277VAC
•	 Even Lighting, No Buzzing, No Flickering
•	 No UV/IR Radiation, No RF Interference
•	 No Toxic Mercury – RoHS Compliant

APPLIC ATIONS 
•	 High Bay Lighting
•	 Production Area Lighting
•	 Warehouse & Workspace Lighting
•	 Retail Store Lighting
•	 Architectural Lighting
•	 Sign Backlighting

AVAIL ABLE OPTIONS 
•	 Other Colors or CCT Color Temps. 

Other Wattages

Ø0.72”
[Ø18.3mm]

Ø0.64” max [Ø16.2mm]

45.78” max [1163mm]
45.23” max [1149mm]

UL-Recognized
External LED Driver

L 3.76 x H 1.00 x W 1.61
L 95.5 x H 25.4 x W 40.9

LED T5 High Output Tube Light, 4 ft
Frosted – 21 Watts – 100~277VAC – 4100K Natural White – 2-Pin G5 Base
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Only 21 Watts, Replaces
54W Fluorescent T5HO


