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COMPLIANT

LLL02-40W-XNW-101F (4000K)
LLL02-40W-XPW-101F (5000K)

XNW XPW
Input Power 35 Watts 35 Watts
Input Voltage 100~277VAC (Tested @120VAC)

Input Current 0.310A
Total Lumens 4580 lm 5060 lm
Power Factor 1.0
Efficacy 125 lm/W 140 lm/W
Max. Candela 1455 cd 1585 cd
Illumination Angle 110° x 115°
Emitted Color Natural White Pure White
Color Temperature 4000K 5000K
CRI 80
Oper. Temperature -22°F to 104°F (-30°C to 40°C)
Body Material UV-Stabilized Polycarbonate / Gray
Diffuser Plate UV-Stabilized Polycarbonate / Frosted
Heatsink Aluminum

Dimensions L49.75 x H3.80 x W6.75 inch
L1263.6 x H96.5 x W171.4 mm

Weight 6.25 lbs / 2.85 kg

Clear Lens Frosted Lens

FEATURES 
• 5 Year LEDtronics Limited Warranty
• Lumen Maintenance over 70% @ 50,000+ Hours
• Suitable for Wet Locations
• UL/cUL Listed: E342923 (MX486)
• Lightweight, Flexible & Durable Polycarbonate Housing 

Provides Resistance to Vandalism, High Impact & Shock
• Stainless Steel Mounting Hardware for Wall, Ceiling or 

Suspended Mounting 
• Silicon Gasket, Closure Clips Securely, Evenly Seal Luminaire
• PC Diffuser Eliminates Glare – Integrated with Crystals that 

Enhance Even Light Distribution / No Buzzing, No Flickering
• No UV/IR Radiation, No RF Interference
• RoHS Compliant – No Toxic Mercury
• LED LM80 Test Report on File

APPLIC ATIONS 
• Production Areas
• Canopies
• Warehouse & Workshop Lighting
• Food Processing Facilities
• Equestrian Facilities / Farmyards
• Parking Areas & Garages
• Tunnels, Bridges

AVAIL ABLE OPTIONS 
• Dimming & Photo Sensor
• 2 ft/25 Watt Low-Bay Luminaire
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LLL02-40W-XNW-101C (4000K)
LLL02-40W-XPW-101C (5000K)

XNW XPW
Input Power 35 Watts 35 Watts
Input Voltage 100~277VAC (Tested @120VAC)

Input Current 0.300A 0.315A
Total Lumens 4810 lm 5390 lm
Power Factor 1.0
Efficacy 135 lm/W 145 lm/W
Max. Candela 1640 cd 1730 cd
Illumination Angle 115° x 115° 120° x 115°
Emitted Color Natural White Pure White
Color Temperature 4000K 5000K
CRI 80
Oper. Temperature -22°F to 104°F (-30°C to 40°C)
Body Material UV-Stabilized Polycarbonate / Gray
Diffuser Plate UV-Stabilized Polycarbonate / Clear
Heatsink Aluminum

Dimensions L49.75 x H3.80 x W6.75 inch
L1263.6 x H96.5 x W171.4 mm

Weight 6.25 lbs / 2.85 kg
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LED Linear Low-Bay Lighting, 4 ft
UL – Clear or Frosted Lens – 115o Wide Beam – Wall, Ceiling or Suspended Mounting
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35 Watts, Replaces MH 
or HPS Lamps up to 85W
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4-ft LED Linear Lighting Vapor-tight Luminaires – Photometric Reports


