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LED High Mast Flood Lights
240, 400, 600 & 1200 Watts –  Dimmable – 100~277VAC – 30° or 60° Beam Angle  – ETL, IP66, IK08

Over 35 Years of LEDtronics Design, 
Engineering & Manufacturing Experience

High Output, 
Indoor & Outdoor 
Adjustable Yoke-

Mounted Luminaires

FEATURES 
• 5 Year LEDtronics Warranty
• ETL/cETL Listed (4002127 / YHL-PO2-xx0) / Title 24 Compliant
• Dimmable with 0-5V, 0-10V or PWM / Timer External Dimmer
• ≤15% Total Harmonic Distortion
• High Voltage Option Available: 277~480VAC
• “Made in USA“ Option Available for ARRA Compliance
• Lumen Maintenance over 70% @ 100,000+ Hours
• Energy Savings of up to 70% over HID Lamps
• IP66 Rated: Suitable for Wet Locations
• LEDtronics' Largest High Mast Luminaire Withstands Beaufort 

Scale 16 Wind Load Test (115~125 mph)
• Corrosion-Resistant, Powder-Coated, Marine-Grade Finish – 

Salt-Spray Exterior Corrosion Tested
• Input Surge Protection: 6 kV Line-Line, 10 kV Line-Earth
• Solid State: Shock, Vibration & IK08-Rated Impact Resistant
• LED Driver: High-Efficiency, Outdoor IP67 UL-Wet-Location 

with Excellent Power Factor, Easy Access
• Ultra-High Lumen / High CRI / Anti-Glare
• Easy to Install with ±270° Adjustable Bracket

APPLIC ATIONS 
• Stadiums
• Airports / Military & Municipal Airfields
• Airplane Maintenance/ Manufacturing Hangars
• Shipping Ports, Harbors & Shipyards
• Rail & Industrial Yards
• Freeway Interchanges
• Golf Courses
• Football, Baseball & Soccer Fields
• High-Mast Applications of 26¼ to 150+ ft

AVAIL ABLE OPTIONS 
• Other Wattages, Voltages & CCTs
• Other Beam Angles: 20°x20°, 30°x30°, 60°x60°
• Pole Mounting or Semi-Circular Base for 

HPF003-0250W
• “Made in USA“ ARRA Compliance

HPF003-0250W60D-XPW-101D (250 Watts, 60° Beam)
HPF003-0400W60D-XPW-101D (400 Watts, 60° Beam)
HPF003-0600W30D-XPW-101D (600 Watts, 30° Beam)
HPF003-1200W30D-XPW-101D (1200 Watts, 30° Beam)

250W60 400W60 600W30 1200W30
Input Power 243.1 Watts 400 ±5% Watts 600 ±4% Watts 1200 ±2% Watts
Input Voltage 100~277VAC (Tested @ 120VAC)

Input Current -A -A -A -A
Total Lumens 31,440 lm 52,000 lm 78,000 lm 156,000 lm
Efficacy 131 lm/W 130 lm/W 130 lm/W 130 lm/W
Power Factor ≥0.95
CRI 75
Color Temperature 5000K / Pure White
Illumination Angle 60° 60° 30° 30°
Dimmability 0-5V / 0-10V / PWM
Oper. Temperature -40°F ~+104°F / -40°C ~+40°C
Protection Rating IP66 Ingress, IK08 Impact
Housing Die-Cast Aluminum Alloy / Black
Dimensions
(L x W x H inch/mm)

12.05 x 10.63 x 5.16
306 x 270 x 131

15.87 x 22.83 x 6.9
403 x 580 x 176

26.57 x 22.99 x 6.9
675 x 584 x 176

37.28 x 22.99  x 6.9
947 x 584 X 176

Net Weight 11.5 lbs. ±4%
5.0±0.2 kg

31.97 lbs. ±4%
14.5±0.6 kg

56.22 lbs. ±3%
25.5±0.8 kg

79.4 lbs. ±3%
36±1.0 kg

Adjustable
Yoke

600 Watts
Replaces HIDs up to 2000W  

1200 Watts
Exceeds 2000W HIDs

240 Watts
Replaces HIDs 
up to 1000W  

400 Watts
Replaces HIDs up 

to 1500W  
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LOG 734

I N S T A L L A T I O N 
O P T I O N S

C A U T I O N
 ✱ Intended minimum mounting height of 26¼ ft (8 m).

 ✱ Consider bird perching and heavy soot buildup 
deterrents to keep luminaire free of debris. 
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HPF003-1200W30D-XPW-101D

HPF003-0250W60D-XPW-101D HPF003-0400W60D-XPW-101D

HPF003-0600W30D-XPW-101D S U G G E S T E D  A P P L I C A T I O N S


